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3V-28V Vin, 300mA, 2.4uA IQ, Low-Dropout Regulator with PG Feature 

 

FEATURES 
• Wide Input Range: 3V-28V 

• With up to 32V Transient Input Voltage 

• Maximum Output Current: 300mA 

• Output Voltage:  

➢ 3.3V and 5V (Fixed Output) 

➢ 1.2V, 1.8V, 2.5V, 3V, 4.2V and 4.5V 
(Need contact SCT sales) 

• Output Voltage Accuracy: 

➢ T=25℃ : ±1% 

➢ T= -40℃~ 125℃ : ±2% 

• Low Quiescent Current: 2.4uA 

• Low Dropout Voltage ： 

➢ 230mV at 100mA load current 

➢ 470mV at 200mA load current 

• Support Output Capacitors Range:  

➢ 3.3uF~220uF 

➢ Low-ESR: 0.001Ω~ 5 Ω   

• 550us Internal Soft-start Time 

• Integrated Short-Circuit Protection  

• Precision Enable Threshold for Programmable 
Input Voltage Under-Voltage Lock Out Protection 
(UVLO) Threshold and Hysteresis 

• Power-Good Feature is available 

• Over-Temperature Protection 

• Available Package:  

SOT23-5L  

APPLICATIONS 
• Handheld Devices with Battery Power  

• Industrial control 

• Smoke and heat detectors 

• Electricity meter 

 

DESCRIPTION 
The SCT71203 series products is a low-dropout linear 
regulator designed to operate with a wide input-voltage 
range from 3 V to 28 V (32V transient input voltage) 
and 300mA output current with enable control and 
Power-Good feature. The SCT71203 series products is 
stable with 3.3uF~220uF output capacitors, and 10uF 
ceramic capacitor is recommended. 

Only 2.4-µA typical quiescent current at light load 
makes the SCT71203 series products ideal choices for 
portable devices with battery power supply and an   
optimal solution for powering microcontrollers (MCUs) 
and CAN/LIN transceivers in always-on systems.  

The SCT71203 series products implements power 
good circuit (PG) which indicates that output voltage is 
in regulation. This signal could be used for power 
sequencing or as a microcontroller reset. 

The SCT71203 series products integrated short-circuit 
and overcurrent protection, which makes the device 
more reliable during transient high-load current faults 
or shorting events. 

The SCT71203 series products provide fixed 3.3V and 
5V output voltage versions, and also could provide 
1.2V, 1.8V, 2.5V, 3V, 4.2V and 4.5V fixed output voltage 
versions, please contact SCT sales if needed. 

The SCT71203 series products is available in SOT23-
5L package, for other package options, please contact 
SCT sales. 
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REVISION HISTORY  
NOTE: Page numbers for previous revisions may differ from page numbers in the current version. 

Revision 1.0: Release to production. 

Revision 1.1: Update Part Number. 

Revision 1.2: Update DEVICE ORDER INFORMATION and TAPE AND REEL INFORMATION. 

Revision 1.3: Update MSL level and add test condition for Load regulation. 

Revision 1.4: Update Load regulation. 

DEVICE ORDER INFORMATION  

Orderable Device Output Voltage Package 
Package 
Marking  

PINS MSL 
Transport Media,
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RECOMMENDED OPERATING CONDITIONS 
Over operating free-air temperature range unless otherwise noted 

PARAMETER DEFINITION MIN MAX UNIT 

VIN Input voltage range 3 28 V 

VOUT Output voltage range 1.2 
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ELECTRICAL CHARACTERISTICS 
VIN=VOUT+1V, COUT=10uF, TJ= -40°C~125°C, typical value is tested under 25°C.  

SYMBOL PARAMETER TEST CONDITION MIN TYP MAX UNIT 

Power Supply 

VIN Operating input voltage
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Thermal Protection 
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TYPICAL CHARACTERISTICS 

 

Figure 1. Quiescent Current vs Output Current 

 

Figure 2. Quiescent Current vs Input Voltage 

 

Figure 3. Quiescent Current vs Ambient Temperature Figure 4. Shutdown Current vs Ambient Temperature 

 

Figure 5. Shutdown Current vs Input Voltage 

 

Figure 6. Dropout Voltage vs Output Current  
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FUNCTIONAL BLOCK DIAGRAM 

 
Figure 18. Functional Block Diagram 
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OPERATION 

Overview 

The SCT71203 series products are 300mA wide input voltage range linear regulators with very low quiescent current. 
These voltage regulators operate from 3V to 28V DC input voltage with supporting 32V transient input voltage and 
consume 2.4μA quiescent current at no load. 

The SCT71203 series products is stable with 3.3uF~220uF output capacitors, and 10uF ceramic capacitor is 
recommended. An internal 550us soft-start time avoids large inrush current and output voltage overshoot during 
startup. 

The SCT71203 series products also provide enable control and Power-Good feature, which is very suitable for the 
applications needing sequence configuration. Other protection features include the VIN input under-voltage lockout, 
over current protection, output hard short protection and thermal shutdown protection. 

The SCT71203 series products are available in fixed voltage versions of 3.3V and 5V with 1% output voltage 
accuracy at room temperature and 2% output voltage accuracy over operating conditions. The series products are 
available in SOT23-5L packages. 

The SCT71203 series products also could provide other fixed output voltage versions of 1.2V, 1.8V, 2.5V, 3V, 4.2V 
and 4.5V and other package options of SOT23-3, TO252-5 etc. Please feel free to contact SCT sales, if you need 
a new output voltage version or a new package option. 

Enable and Under Voltage Lockout Threshold 

The SCT71203 series products is enabled when the VIN pin voltage rises above 3V and the EN pin voltage exceeds 
the enable threshold VEN_H. The device is disabled when the VIN pin voltage falls below 2.48V or when the EN pin 
voltage is below VEN_L. Internal pull up current source to EN pin allows the device enable when EN pin floats. 

For a higher system UVLO threshold, connect an external resistor divider (R1 and R2) from VIN to GND shown in 
Figure 19. The UVLO rising and falling threshold can be calculated by Equation 1 and Equation 2 respectively. 

 

𝑉𝐼𝑁𝑟𝑖𝑠𝑒 = 𝑉𝐸𝑁_𝐻 ∗
𝑅1 + 𝑅2

𝑅2
 (1) 

 

𝑉𝐼𝑁ℎ𝑦𝑠 = (𝑉𝐸𝑁_𝐻 − 𝑉𝐸𝑁𝐿
) ∗

𝑅1 + 𝑅2

𝑅2
 (2) 

Where  

VINrise: Vin rise threshold to enable the device 

VINhys: Vin hysteresis threshold  

I1=0.34uA and could be neglected in the calculation 

VEN_H=1.23V 

VEN_L=1.02V 

 

EN

1.23V or 1.02V

+

I1
0.34uA

 

Figure 19. System UVLO by enable divide 

Regulated Output Voltage 

The SCT71203 series are available in fixed voltage versions of 3.3V and 5V. When the input voltage is higher than 
VOUT(NOM)+VDROP, output pin is the regulated output based on the selected voltage version. When the input voltage 
falls below VOUT(NOM)+VDROP, output pin tracks the input voltage minus the dropout voltage based on the load current. 
When the input voltage drops below UVLO threshold, the output keeps shut off. 

The SCT71203 series products also could provide other fixed output voltage versions of 1.2V, 1.8V,
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Figure 24. Startup and Shutdown Example —SCT71203 Series 

Thermal Shutdown 

This device incorporates a thermal shutdown (TSD) circuit as a protection from overheating. For continuous normal 
operation, the junction temperature should not exceed the TSD trip point. The junction temperature exceeding the 
TSD trip point causes the output to turn off. When the junction temperature falls below the TSD trip point minus thermal 
shutdown hysteresis, the output turns on again. 
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APPLICATION INFORMATION 

Typical application 1: 
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Figure 25. SCT71203 Typical Application Schematic 

Design Parameters 

Design Parameters Example Value 

Input Voltage 12V Normal, 3V~28V 

Output Voltage 5V or 3.3V 

Maximum Output Current 300mA 

Output Capacitor Range (COUT) 3.3uF~22uF , recommends 10uF  

Input Capacitor Range (CIN) >2.2uF , recommends 10uF 

Pull-up resistor of power-good (R1) >10kΩ 

Typical application 2: 
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Figure 26. SCT71203 Typical Application Schematic with Reverse Polarity Diode 

Design Parameters 

Design Parameters Example Value 

Input Voltage 12V Normal, 3V~28V 

Output Voltage 5V or 3.3V 

Maximum Output Current 300mA 

Output Capacitor Range (COUT) 3.3uF~22uF , recommends 10uF  

Input Capacitor Range (CIN) >2.2uF , recommends 10uF 

Pull-up resistor of power-good (R1) >10kΩ 
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Power Dissipation and Thermal Performance 

Power dissipation caused by voltage drop across the LDO and by the output current flowing through the device 
needs to be dissipated out from the chip. The maximum junction temperature is dependent on power dissipation, 
package, the PCB layout, number of used Cu layers, Cu layers thickness and the ambient temperature.  

During normal operation, LDO junction temperature should not exceed 150°C, or else it may result in deterioration 
of the properties of the chip. Using below equations to calculate the power dissipation and estimate the junction 
temperature. 

The power dissipation can be calculated using Equation 4. Because IGND « IOUT, the term VIN x IGND in Equation 4 could 
be ignored. 

𝑃𝐷 = (𝑉𝐼𝑁 − 𝑉𝑂𝑈𝑇) × 𝐼𝑂𝑈𝑇 + 𝑉𝐼𝑁 ⁡× 𝐼𝐺𝑁𝐷 (4) 

The junction temperature can be estimated using Equation 5. RθJA_EVM is the junction-to-ambient thermal resistance 
based on customer’s PCB. Verify the application and allow sufficient margins in the thermal design by the following 
method is used to calcu
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THERMAL CHARACTERISTICS 

 

Figure 29. Maximum Output Current vs Input Voltage, 
VOUT=5V of SOT23-5L,TJ ≤ TSD_R 

 

Figure 30. Maximum Output Current vs Input Voltage, 

SOT23-5L,TJ ≤ 150℃ 

 

Figure 31. Maximum Allowed Power Dissipation vs Ambient 

Temperature, SOT23-5L,TJ ≤ 150℃ 
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Application Waveforms 

Vin=Vout +1V, unless otherwise noted 

 

Figure 32. Power up (Iload=10mA)  

 

Figure 33. Power down (Iload=10mA) 

 

Figure 34 Slow Power up (Iload=10mA)  

  

Figure 35. Slow Power down (Iload=10mA)  

 

Figure 36. Enable  (Iload=10mA)  

 

Figure 37. Disable (Iload=10mA)  
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Application Waveforms(Continued) 

Vin=Vout +1V, unless otherwise noted 

  

Figure 38. DC-DC Load Transient 

(30mA-270mA),VOUT=5V 

 

 Figure 39. DC-DC Load Transient  

(75mA-225mA),VOUT=5V 

 

Figure 40. DC-DC Load Transient  

(1mA-100mA),VOUT=5V 

 

Figure 41. DC-DC Load Transient  

(1mA-300mA) ,VOUT=5V 

 

Figure 42. Enter Short Circuit Protection 

 

Figure 43. Exit Short Circuit Protection 
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PACKAGE INFORMATION 

        
SOT23-5L Package Outline Dimensions 
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TAPE AND REEL INFORMATION 

 

 

 

 

 

SOT23-5L 
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