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NAME 
PIN FUNCTION 

TO252-4L TO252-4L  

VOUT 4 4 Regulated output voltage pin. 

NC 3 — No connection. 

VIN 1 1 Input voltage pin. 

EN 2 3 Enable input pin. 

PG — 2 Power-good pin. 

Thermal 
Pad 

5 5 
Connect the thermal pad to a large area 
GND plane for improved thermal 
performance. 

 
 

RECOMMENDED OPERATING CONDITIONS 
Over operating free-air temperature range unless otherwise noted 

PARAMETER DEFINITION MIN MAX UNIT 

VIN Input voltage range 3 40 V 

VOUT 

Fixed Output voltage(TO252-4L package) 3.3 5 V 

Fixed Output voltage(EMSOP-8L package) 3.3 5 V 

Adjustable Output Version 1.25 25 
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THERMAL INFORMATION 

The value of RθJA and RθJC given in this table is only valid for comparison with other packages and cannot be used for design 
purposes. Because they were simulated in accordance with JESD 51-7. They do not represent the performance obtained in an 
actual application. For design information see Power Dissipation and Thermal Performance section. 

The value of RJA_EVM is the tested results based on our EVM, and is more useful for thermal design. Even if it still do not 

represent the thermal performance of customer’s PCB design, but it was a good starting point for thermal performance design. 

The PCB information of our EVM: 4-layer, both the inner and outer layers are 1oz Cu, 50mm x 30mm size. 

The values given in this table are not a characteristic of package itself, but of many other system level characteristics such as 
the design and layout of the printed circuit board (PCB), thermal pad size, and external environmental factors. The PCB board 
is a heat sink that is soldered to the leads and thermal pad of the device. Changing the design or configuration of the PCB 
board changes the efficiency of the heat sink and therefore the actual values of the below table. 

PARAMETER（4-layer） THERMAL METRIC ESOP-8L UNIT 

RθJA  Junction to ambient thermal resistance 52.18 

°C/W 

ΨJT Junction-to-top characterization parameter 10.2 

ΨJB Junction-to-board characterization parameter 16.58 

RθJCtop
  Junction to case thermal resistance 83.77 

RJA
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 ELECTRICAL CHARACTERISTICS 
VIN=VOUT+1V, COUT=10uF, TJ= -40°C~125°C, typical value is tested under 25°C.  

SYMBOL PARAMETER TEST CONDITION MIN TYP MAX UNIT 

Power Supply 

VIN Operating input voltage  3  40 V 

VUVLO 

VIN UVLO Threshold VIN�
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SYMBOL PARAMETER TEST CONDITION MIN TYP MAX UNIT 

Power Good 

VPG_R PG rising threshold percentage 
VOUT/VOUT(NOM),when VOUT 
rising(EMSOP-8L package) 

 92%   

VPG_F PG falling threshold percentage 
VOUT/VOUT(NOM),when VOUT 
falling(EMSOP-8L package) 

 86%   

VPG_R PG rising threshold percentage 
VOUT/VOUT(NOM),when VOUT 
rising(TO252-
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TYPICAL CHARACTERISTICS 

 

Figure 1. Quiescent Current vs Output Current 

 

Figure 2. Quiescent Current vs Input Voltage, No load 

 

Figure 3. Quiescent Current vs Ambient Temperature 

 

Figure 4. Dropout Voltage vs Output Current 

 

Figure 5. Output Voltage vs Ambient Temperature at 
VOUT=5V 

 

Figure 6. Output Voltage vs Input Voltage 
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TYPICAL CHARACTERISTICS (continued) 

 

Figure 7. Output Voltage vs Output Current 

 

Figure 8. Shutdown Current vs Ambient Temperature 

 

Figure 9. Output Current Limit vs Ambient Temperature at 
VIN<30V 

 

Figure 10. Output Current Limit vs Ambient Temperature at 

VIN≥30V  
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TYPICAL CHARACTERISTICS (continued) 

 

 Figure 11. PSRR vs Frequency at Iout=10mA, COUT=4.7uF 

 

 Figure 12. PSRR vs Frequency at Iout=100mA, COUT=4.7uF 

 

 Figure 13. PSRR vs Frequency at Iout=10mA, COUT=10uF 

 

 Figure 14. PSRR vs Frequency at Iout=100mA, COUT=10uF 

 

 Figure 15. PSRR vs Frequency at Iout=10mA, COUT=22uF 

 

 Figure 16. PSRR vs Frequency at Iout=100mA, COUT=22uF 
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Figure 18. Adjustable Output Version Functional Block Diagram 
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OPERATION 

Overview 

The SCT71405 series products are 500mA wide input voltage range linear regulators with very low quiescent current. 
These voltage regulators operate from 3V to 40V DC input voltage with supporting 45V transient input voltage and 
consume 2.6μA quiescent current at no load. 

The SCT71405 series products is stable with 3.3uF~220uF output capacitors, and 10uF ceramic capacitor is 
recommended. An internal 1.5ms soft-start time avoids large inrush current and output voltage overshoot during 
startup. 

The SCT71405 series products also provide enable control, Power-Good feature and programmable Power-Good 
delay time which is very suitable for the applications needing sequence configuration. Other protection features 
include the VIN input under-voltage lockout, over current protection, output hard short protection and thermal 
shutdown protection. 

The SCT71405 series�

DC input volt
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Figure 21
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At the point 1, the VIN voltage reaches UVLO threshold level and LDO starts charging of output capacitor. VOUT 
rising speed is defined by internal soft-start function. 

At the point 2, the VOUT voltage reaches almost the VIN voltage as it rises faster and LDO gets into dropout region. 
The difference between VIN and VOUT is the dropout voltage. 

At the point 3, the VOUT reaches PG threshold (VPG_R=92% x VOUT(NOM)) and from this point LDO counts the power 
good delay time (Td_PGR
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APPLICATION INFORMATION 

Typical application 1: 
 

C1
C2

 

Figure 25. SCT71405 Typical Application Schematic 
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Design Parameters 

Design Parameters Example Value 

Input Voltage 12V Normal, 3V~40V 

Output Voltage 5V Normal, 1.25V~25V 

Maximum Output Current 500mA 

Output Capacitor Range (COUT) 3.3uF~220uF , recommends 10uF  

Input Capacitor Range (CIN) >2.2uF , recommends 10uF 
 

In some applications, the VIN and the VOUT potential might be reversed, possibly resulting in circuit internal 
damage or damage to the elements. For example, the accumulated charge in the output pin capacitor flowing 
backward from the VOUT to the VIN when the VIN shorts to the GND. In order to minimize the damage in such 
case, use a capacitor with a capacitance less than 220μF. Also by inserting a reverse polarity diode in series to the 
VIN, it can prevent reverse current from reverse battery connection or the case, when the point A is short-circuited 
GND. If there may be any possible case point B is short-
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Output Voltage 
 

For adjustable output version the output voltage is set by an external resistor divider R1 and R2 in typical 
application schematic. Recommended R2 resistance is 100KΩ. Use equation 4 to calculate R1. 

𝑅1 = (
𝑉𝑂𝑈𝑇

1.25V
− 1) ∗ 𝑅2  (5) 

 

Table 1: Compensation Values for Typical Output Voltage/Capacitor Combinations  

Vout/V COUT/uF Cf/pF R1/KΩ R2/KΩ COUT1/uF 
(optional) 

ESR/Ω  

1.8 33 68 48.7 100 220 1 

2.5 33 33 105 100 220 1 

3.3 15 22 174 100 220 1 

5 15 10 309 100 220 1 

12 15 3.3 887 100 220 1 

Input Capacitor and Output Capacitor 

SCT recommends adding a 2.2μF or greater capacitor with a 0.1μF bypass capacitor in parallel at VIN pin to keep 
the input voltage stable. Aluminum electrolytic capacitor or other capacitor with high capacitance is suggested for 
the system power with large voltage spike. The voltage rating of the capacitors must be greater than the maximum 
input voltage  

To ensure loop stability, the SCT71405 series products requires an output capacitor with a minimum effective 
capacitance value of 3.3μF. And the series products could support output capacito�怀ito�怖Ā

F q瀀
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Figure 28. SCT71405 Stability VS Output Capacitor 
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Power Dissipation and Thermal Performance 

Power dissipation caused by voltage drop across the LDO and by the output current flowing through the device 
needs to be dissipated out from the chip. The maximum junction temperature is dependent on power dissipation, 
package, the PCB layout, number of used Cu layers, Cu layer thickness and the ambient temperature.  

During normal operation, LDO junction temperature should not exceed 150°C, or else it may result in deterioration 
of the properties of the chip. Using below equations to calculate the power dissipation and estimate the junction 
temperature. 

The power dissipation can be calculated using Equation 6. Because IGND « IOUT, the term VIN x IGND in Equation 6 could 
be ignored. 

𝑃𝐷 = (𝑉𝐼𝑁 − 𝑉𝑂𝑈𝑇) × 𝐼𝑂𝑈𝑇 + 𝑉𝐼𝑁 ⁡× 𝐼𝐺𝑁𝐷 (6) 

The junction temperature can be estimated using Equation 7. RθJA_EVM is the junction-to-ambient thermal resistance 
based on customer’s PCB.

ൈ
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Application Waveforms 

Vin=Vout +1V, unless otherwise noted 

 

Figure 35. Power up (Iload=10mA) 

 

Figure 36. Power down (Iload=10mA) 

 

Figure 37. Slow Power up (Iload=10mA) 

 

 

Figure 38. Slow Power down (Iload=10mA) 

 

Figure 39. DC-DC Load Transient 

(50mA
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Application Waveforms(Continued) 

Vin=Vout +1V, unless otherwise noted 

 

 

Figure 41. Enable (Iload=10mA) 

 

 Figure 42. Disable (Iload=10mA)   

 

Figure 43. Enter Over Current Protection (Iload=1A) 

 

Figure 44. Exit Over Current Protection (Iload=1A) 

 

Figure 45. Enter Over Temperature  Protection(Vin=24V) 

 

Figure 46. Exit Over Temperature  Protection(Vin=24V) 
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Layout Guideline 

Proper PCB layout is a critical for SCT71405’s stability, transient performance and good regulation characteristics. 

For better results, follow these guidelines as below: 
 
1. Both input capacitors and output capacitors must be placed as close to the device pins as possible. 

2. It is recommended to bypass the input pin to ground with a 0.1μF bypass capacitor. The loop area formed by 

 the bypass capacitor connection, VIN pin and the GND pin of the system must be as small as possible. 

3. It is recommended to use wide trace lengths or thick copper weight to minimize I×R drop and heat dissipation. 

4. To improve the thermal performance of the device, and maximize the current output at high ambient temperature, 

SCT recommends spreading the copper under the thermal pad as far as possible and placing enough thermal 
vias on the copper under the thermal pad. 

5. If using large electrolytic capacitor with high ESR resistor, SCT recommends adding a 10uF low ESR capacitor 

 parallel connection with the large electrolytic capacitor. 
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Figure 47. PCB Layout Example 

SCT71405A00STER 
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Figure 48. PCB Layout Example 

SCT71405FxxBSTER 
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1 2 3 4

VOUTEN NC

Thermal 
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GND

 

Figure 49. PCB Layout Example 

SCT71405FxxOWCR 

 

Figure 50. PCB Layout Example 

SCT71405FxxAOWCR 
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PACKAGE INFORMATION 

   
ESOP-
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PACKAGE INFORMATION 

   
TO252-4L Package Outline Dimensions 

 
 
NOTE: 

7. Drawing proposed to be made a JEDEC package outline MO-220 variation. 
8. Drawing not to scale. 
9. All linear dimensions are in millimeters. 
10. Thermal pad shall be soldered on the board. 
11. Dimensions of exposed pad on bottom of package do not include mold flash.  
Contact PCB board fabrication for minimum solder mask web tolerances between the pins. 
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